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SCHFDULED AIR CARRIER APPROACH AND LANDING LIMIT&TIQNS

Recent airline accident experience indicates that section 41,432 is
inadequate to prevent low approaches under marginal weather conditions
because this section is effective only when the Weather Bureau reports a
"measured ceiling." When weather conditions are critical, ceilings reported
as "measured" are only a small percentage of the total., The problem of
instrument approach procedures and weather minimums as correlated with ex;stlng

air navigation facilities is now being given Jjoint study by the air carriers, - .

the Administrator, and the Board; and it is anticipated that within the next.
few months such procedures and minimums may be modified to the extent that
further change of section 41.432 may be desirable. In the meantime, mnmedlate
changes are required in order to provide for safer operations. o

-The Beard fiads that the public interest requires a revision of
section 41.432 of the Civil Air Regulations, that such revision should be made
effective immediately, and that compliance with paragraphs (a) and (L) of
Section 4 of the administrative Procedure Act is 1mpractlcable

NOW, THEREFORE: Effective pevruary 21, 1947, section 41, 432 of the Clvll
Air Regulations is amended to read as follows: .

41,432 Approach and landing limitations. No instrument approach
procedure shall be executed or landing made at an airvort when the latest
U. 5. Weather Bureau weather recort for that airport indicates the ceiling or
visibility to be less than that prescribed by the Administrator for landing
at such airport.
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